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QUICKGUIDE

High-resolution Loupes
Item no. 311101

1. Introduction
The high-resolution loupes are suitable for all kinds of 
purpose and user. The products are widely used for 
microsurgery, operations of dentistry, etc. It is usually 
composed of optical system and frame.e 

2. Intended Use
It is used to increase the operator’s view angle and 
facilitate the observation of object details.

3. Parameters
 ` Magnification: 2.5x

 ` Working distance: 320 ~ 450 mm

 ` Field of view: 110 mm

 ` Depth of field: 90 mm

 ` Weight: 71 g

4. Usage
Interpupillary distance adjustment

Fine Convergence

Interpupillary
Adjustment

Fine Convergence

Nosepad

String

Handling Adjustment

Adjustable lens 
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High-resolution Loupes
Item no. 311101

Note!

 

Put the loupes on and flip the barrels all the way down 
toward your viewing target. You should be approximately 
40 cm away. Use your finger as a viewing target. Adjust 
the interpupillary knob so that the barrels are as far apart 
as possible. You should now see two images of your finger.
Slowly turn the interpupillary knob again until you see a 
single focused image. Your viewing target should appear 
in either a circle or an oval.

Do not over adjust your loupes. Too close adjusted barrels 
can result in eye strain, causing your eyes to become 
fatigued. If you see two circles, two images in a single 
circle, or an uneven edge around the target, you have to 
readjust until the target becomes a single focused image.

5. Warning
 ` Do not use any other disinfectant other than those 

recommended.

 ` Do not immerse loupes in water.

 ` In order to avoid eye injury, do not look directly at the 
sun when wearing loupes.

 ` Do not wipe the lens surface with hard or unclean 
objects, and do not touch the lens surface with hands 
or hard objects.

 ` Some parts of the product are fragile, do not use or 
mix them violently.

 ` This product is not sterile.

 ` It should be safely recycled after use.

6. Storage Method
Store the high-resolution loupes at the room temperature 
in a place with a good ventilation.  
Direct sunlight and corosive gas can be harmful.

7. Contraindications
People sensitive to plastic ingredients and with eye 
diseases should not use the high-resolution loupes.

8. Cleaning and Caring
Your loupes are precision instruments. Care must be taken 
when handling and cleaning them. Use a microfiber 
cleaning cloth when removing fingerprints from the 
optics. Use a damp cloth with isopropyl alcohol or mild 
soap desinfectant when cleaning the housing and the 
optics.
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LED Light for High-resolution Loupes
Item no. 311102

1. Introduction
The LED light for high-resolution loupes is suitable for all 
kinds of purpose and user. The product is widely used for 
various operations in veterinary clinic.

2. Intended Use
The portable LED headlight is small in size and light in 
weight. It is suitable for all kinds of surgical operation 
and anywhere where is a lack of light. Rechargeable 
Li-Ion battery is included.

3. Parameters
 ` Power of the LED bulb: 3 W

 ` Light Intensity: 15,000 – 40,000 Lux

 ` Continuous run time: more than 4 hours

 ` Charge time: around 5 hours

 ` Life time of the bulb: 10,000 hours

 ` Input voltage: AC 100 – 240 V / 50 – 60 Hz

4. Note
 ` Do not spot the light directly to the eyes as it might 

be harmful.

 ` Do not put the headlight controller and adapter under 
moisture or directly the sunlight. It will reduce its 
working life and can be harmful.

 ` This product is not sterile.

 ` If brightness of the light significantly weakened, 
please recharge the battery.

 ` This product can only work in DC condition. The 
product cannot work while charging.

 ` Turn off the power when not in use or charging.

 ` Do not use liquid cleaners to clean the products.

5. Usage
Adjust the brightness
Rotate button “ON / OFF” and adjust the brightness.

Charging indicator
When working sign changes from green to red, connect 
charging device and charge. Connect charger to “DC input”.
When the charging sign changes from green to turn off, 
then you can pull out the adapter. 

Connect the dental loupe
Connect clip-on type headlight to output and connect it 
to the loupe. Please check the pictures below.

Step 1: The short side of 
the clip is above.

Step 2: Align the loupe 
bracket and clip it on.

Step 3: Finish 

6. Storage Method
Store the LED light at the room temperature in a place 
with a good ventilation. Direct sunlight and corosive gas 
can be harmful.


