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Installations of the new table ….. about one hour work as follows:

Installing the Table
Before you start working with the surgery table make the following installation works.

1. Install the fuse to its place (located in the rear end of the table).
  Tools: a small screwdriver (3 to 5 mm wide)

2. Install the head part of the table to its place.
  Tools: 6 mm allen key, 13 mm spanner, two 17 mm spanners

3. Install the charger on the wall.
  Tools: 10 mm drill (type depends on the wall material), cross type screwdriver

4. Install the equipment stand on the wall.
  Tools: 10 mm drill (type depends on the wall material),10 mm spanner, srewdriver (5 to 10 mm wide)

5. Charge the battery before start using the table.

Installing the Fuse

Installing the Head Support
Hasp screws to be installed Screw installation directionThe screws
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Using the Battery Charger
This automatic charger is designed for 90 to 270 V AC and 50 to 60 Hz.
In order to start the charge the battery terminal voltage must be over 1 V.
In case the terminal voltage is under 1 V the battery may be in short and it should be replaced.

Telgte series tables Pro3 tables with magnet plug Note the hanging way

The built in micro controller controls the charging process.

Yellow LED on
Charge in progress
Max power: For max power ON – disconnect and connect again the wall plug
Time: 0 – 12 h

Both LEDs on
Battery almost full
14.4 V charge
Time: 4 h

Green LED on
Charge ready
Maintenance charge 13.7 V
No time limit

Attention!

• Keep the magnetic contacts clean from metal crumbs or connection between the charger and the battery may 
be cut off.

• As a safety measure, the charger should be mounted on a wall at a height of about 1.5 m.

The LEDs here
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Equipment Stand
Install the equipment stand on a wall and keep the equipment in order as shown in the photo.
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